DGSQ placa rding Cha rt * This may include the elevated A

temperature subsidiary risk triangle
(Excluding LQ/DC goods) Q

g Any “Bulk” (Placardable Units) @ )
with individual capacities >500 L/Kg) />
l Any 2.1 (not aerosols), A\
A orany 2.3, ~
~ or any Packing Group | goods, Any 6.2 Category A or
Any total load aggregate quantity 21,000 L/Kg f—{ with a total load aggregate quantity 2250 L/Kg Any 6.2 Category B 210 L/Kg
Sides
Represent the specific trailer or rigid vehicle. Rear
Front ) U*se an EIP for “Bulk™ DG, or Represent the entire load.
Represent the entire load. use Diamonds* for Packaged DG (if at placard level), or Use an EIP for “Bulk” DG, or

use both if required
A single unit set-up does not require diamonds on the sides
(Figure 5.3.6(a)), unless it is a freight container (Figure 5.3.6(c))

use Diamonds* for Packaged DG, or
use both if required

Use Diamonds* only

-
< A

Note 1: An EIP, visibly displayed on a placardable unit, is sufficient compliance for placarding purposes where required (5.3.6.4.2)
Note 2: A diamond does not need to be displayed if it is already represented inside of an EIP on the same surface (5.3.6.4.1)
Note 3: Each product can be represented in separate placards (5.3.6.1.3 and 5.3.6.3.3.2)

Note 4: An EIP may be divided vertically, into two parts, to get around an obstruction on that surface (5.3.1.3.6)

Note 5: EIPs are not required for import / export freight (where 5.3.8 applies)



DGSQLimited Quantities / Domestic Consumables
Placarding Chart

(to be declared on the transport document + there is no segregation required for LQ/DC)

The Limited Quantities diamond must be used
in addition to any Fully Regulated placarding

in the same locations as the diamonds for Fully Regulated goods
P

Any LQ/DC goods of a single UN# Any LQ/DC goods

_ frama wglec_m.mgm with a total gross mass >8,000 Kg
with an aggregate quantity 22,000 L/Kg

or

Any LQ/DC goods below the above LQ/DC placard levels on the same load as
Fully Regulated goods also below their associated placard levels

PN
If the Fully Regulated goods include
any 2.1 (not aerosols), If the Fully Regulated goods include
or any 2.3, any other packaged dangerous goods,
or any Packing Group | goods, with a total load aggregate quantity <1,000 L/Kg
with a total load aggregate quantity <250 L/Kg

\ 4 A 4

and the total combined quantity of
the aggregate quantity of the Full Regulated goods
+ 25% of the gross mass of the LQ/DC goods = 21,000 L/Kg
This calculation must be shown on the transport document

and the total combined quantity of
the aggregate quantity of the Full Regulated goods
+ 10% of the gross mass of the LQ/DC goods = 2250 L/Kg
This calculation must be shown on the transport document

\ In these situations, the Mixed Class diamond will be used /



